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perivox ®

Part. No.: 217105

KOMB 1-3
1xCat.7 + POWER 3x1,5mm?

chirm/ shield Geflecht aus verzinnten Kupferdrahten 0,10 mm
SN optische Bedeckung nom. 60 %
(D g braiding of tinned copper wires 0,10 mm
optical covering ratio nom. 60 %

mantelung/ shesth perivin® @5,8mm
Farbe/ colour grau
grey
Pos. 4 Bandierung/ taping Vlies
fleece
Pos.5 AuBBenmantel/ outer jacket perivin®
E colour schwarz matt in Anlehnung an RAL 9005
black mat following RAL 9005
ufdruck in weild / marking in white CAT.7 4x2xAWG26/7 + POWER 3x1,5mm?2 -
“Charge” - "Meter”
“AuBendurchmesser/ outer diameter 10,6+£0,2 mm
Technische [ Technical Data

Elektrische Ei schaften/Flectrical characteristics

Pos2™

Bet&e%spannung/ operating voltage max. 450 V
Prufspannung/ est voltage 1,5 kV50Hz AC

Leiterwidersta a,.-resistance max. 134 Q/km bei +20°Cim Kabel

max. 134 Q/kmat+20°Cin the cable
spez. Durchgangswiderstand/ specific volume resistance > 10" Qxcm
Pos.3
Schleifen id@ta / conductor loop resistance max. 29 €/100m
Betriebskapazitat/ opesdting capacitance nom. 45 nF/km
Kapazitive Kopplungen/ capacitance unbalance < 150 pF/100m
Wellenwiderstand/ char, impedance | - 100 MHz > 100 +15Q
( . 100 - 250 MHz > 100 £220Q
E) 250 - 600 MHz > 100 £25Q
Schirmdan f(;;cr ingrattenuation - 600 MHz > 60 dB
Prufspanriung/ test voltage 700 V/AC
Dampfun 1,0 MHz 2,2 dB/100m
4,0 MHz 4,3 dB/100m
10,0 MHz 6,8 dB/100m
16,0 MHz 8,7 dB/100m

20,0 MHz 9,8 dB/100m
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perivox ®
Part. No.: 217105

KOMB 1-3
1xCat.7 + POWER 3x1,5mm?2

Kabelaufbau/ Construction

Aufbaubeschreibung/ Cable description

Pos. 1 Fiiller/ filfer
Pos. 2 3 isoliert% Adern/ 3 insulated wires 1,5 mm?
f uctor Kupferlitze blank, Einzeldraht 0,15 mm
bare Copper strana, single wire .15 mm
“ Isolierungy /nsulation perilen® @22 mm
( @rb V colours braun, blauy, griin-gelb

brown, blue, green-yellow

Pos.3

Kupferlitze verzinnt, Einzeldraht @ 0,162 mm

tinned Copper strand, single wire 80,162 mm

pericel® (halogenfrei) @ 1,03 mm
weil-blau/ blau, wei-orange/ orange, weil}-grin/ grin,
weill-braun/ braun

white-blue/ blue, white-orange/ orange, white-green/ green,
white-browr/ brown

Paarfolienschirm/ pair foil shield aluminiumkaschierte Polyesterfolie/

aluminium-coated polyester foil
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perivox ©
Part. No.: 217105

KOMB 1-3

1xCat.7 + POWER 3x1,5mm?2
31,2 MHz 12,3 dB/100m
62,5 MHz 17,5 dB/100m
100,0 MHz 22,0dB/100m
200,0 MHz 31,0 dB/100m
(( Dii > 300,0 MHz 39,5 dB/100m
600,0 MHz 58,0 dB/100m
.
Mechanisché Eigenschaften/ Mechanical characteristics
Leitungsgewicht/ caple weight ca. 143 kg/km
Mindestbiegeradi w/'mum bending radlius
Statisch ng/ static application 8xD
Bewe / dynamic application 10xD

Thermisché Eigensc en/ Thermal characteristics
Temperaturbestandigkeit/ temperature resistance -30°C - +470°C  beifestem Einsatz / fixed use
\ -15°C - +70°C bei flexiblem Einsatz / fexible use

1529 kJ/m

Verwendung/Use

Flexibles Kombinationskabel fir den Innen- und AuBeneinsatz in trockenen Bereichen (Regelfall).

Eine ande ie-empfohlene Verwendung kénnte zu einer Reduzierung der Sicherheit und/oder zu einer
Reduzierun arteten Lebensdauer der Leitung fihren. Ein Einsatz auBerhalb der beschriebenen und
spezifizieryén Anw nﬁmg ist nicht vorgesehen.

Montage un rq@éitl;ng ist nur von Elektrofachkraften durchzufithren.

Hexible comination cable fpr in- and outdoor use in dry areas (normaf case),

Using the cablein.a different way than recommended in the specification, it may cause a reduction of safeness and/or  reduction of estimated
durability of the cable. A utilzation beyond the described and specified application is not provided,

However, /'/Ktallaibn?ﬂipnjesﬂhg must only be executed by qualified electricians.

RoHs | reagt | € 2



