N s36R - Allowable Loading

SPAN DEFLECTION DEFLECTION SPAN
& 9,8 1533,6 | 10319 8 0,3 2270,5 | 5011,1 7 0,3 1471,3 | 32471 | 1167,6 | 2576,9 | 979,3 | 2161,4 31,5
4 13,1 11478 | 772,3 15 0,6 1874,3 | 4136,6 12 0,5 1217,2 | 2686,4 | 996,5 | 2199,2 | 822,7 | 18158 42,0
5} 16,4 863,7 581,1 23 0,9 1593,3 | 3516,5 18 0,7 1055,9 | 2330,3 | 881,6 | 19457 | 693,7 | 1531,0 52,5
6 19,7 596,9 401,6 33 1,3 1383,3 | 30529 26 1,0 930,9 | 20546 | 780,44 | 1722,4 | 598,6 | 1321,0 63,0
7 23,0 436,0 293,4 45 1,8 | 12199 | 2692,3 36 14 831,2 | 18344 | 6780 | 1496,3 | 5254 | 1159,6 73,5
8 26,2 331,6 2231 58 2,3 1088,9 | 24032 47 1,8 7495 | 16541 598,0 | 1319,8 | 467,3 | 1031,2 84,0
9 29,5 260,0 175,0 74 29 981,3 | 2165,7 59 2,3 681,2 | 1503,5 | 533,7 | 1177,9 | 4198 926,5 94,5
10 32,8 208,8 140,5 91 3,6 8911 1966,7 73 29 6232 | 13755 | 480,8 | 1061,1 380,3 839,3 105,0
11 36,1 170,9 115,0 111 44 814,3 | 17971 88 35 573,3 | 12652 | 436,4 963,1 346,8 765,4 115,5
12 39,4 1421 95,6 132 52 7479 | 1650,6 | 105 41 529,6 | 1168,9 | 398,5 879,4 318,0 701,8 126,0
13 42,6 119,7 80,5 154 6,1 689,8 | 15225 | 124 49 4912 | 1084,0 | 3657 807,0 2929 646,4 136,5
14 45,9 101,9 68,6 179 7,0 638,5 | 1409,2 | 143 5,6 456,9 | 1008,4 | 336,9 743,6 270,8 597,7 147,0
15 49,2 87,6 58,9 206 8,1 592,7 | 1308,1 164 6,5 426,2 940,6 311,5 687,6 2511 554,3 157,5
16 52,5 75,8 51,0 234 9,2 551,56 | 12172 | 187 7,4 398,4 879,2 288,9 637,5 233,5 515,3 168,0
17 55,8 66,1 44,5 264 | 10,4 5142 | 1134,8 | 211 8,3 373,0 823,2 268,4 592,5 217,6 480,1 178,5
18 59,0 57,9 39,0 296 | 11,7 | 4801 1059,6 | 237 93 349,8 772,0 249,9 551,6 203,0 4481 189,0
19 62,3 51,0 34,3 330 | 13,0 | 4489 990,7 264 | 104 | 3284 724,7 233,0 514,3 189,8 418,8 199,5
20 65,6 451 30,4 365 | 14,4 | 4200 927,0 292 | 11,5 | 308,6 681,0 2175 480,1 1775 391,8 210,0

1inch=254mm | 1m=3.28ft | 1lbs=0,453 kg

e T(iv certification only valid for loading table above.

e | oading figures are only valid for static loads.

e | oading figures are only valid for single spans with supports at both ends.

o All static systems, other than single spans, need an individual structural calculation. Please contact a structural engineer or
Prolyte Group for assistance.

e | pading figures are calculated according to and in full compliance with European standards (Eurocode).

e The self-weight of the trusses is already taken into account.

e | oading figures are only valid for the cross sectional orientation of the truss as shown by the icon in the loading table.

e The interaction between bending moment and shear force at the connection point is already taken into account.

e Truss spans can be assembled from different truss lengths.

e Read the manual before assembling, using and loading the truss.




